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Product Specification Sheet

PLASTICS
Product Code Description uomM QTyY
ADVPRESWM15P WRAP MACHINE 500MM 2170M 15UM NAT CT 1

Film Specification

Length (m) 2173 +3.0 Colour Natural clear
Width (mm) 500 +5.0 Material LLDPE
Thickness (um) 15 +15 Film Type 1 Cast
Film gross weight (kg) 1 per roll with core Film Type 2 Virgin
Film roll nett weight (kg) 15 per roll without core
Tensile Strength (Mpa), MD 46 +10% Elongation %, MD 490 +10% machine direction
Tensile Strength (Mpa), TD 30 +10% Elongation %, TD 630 +10% tranverse direction
Tear Strength (N), MD 1.864 +10%
Tear Strength (N), TD 2.2 +10%
Puncture (N) 21.57 +10%
Stretch Level % (Ultimate) 380 +10%
Optimum Pre-stretched %
Stretch Level % (Core Break) 280 +10%
Paper Core specification
Length (mm) 515 +15 a o
Width (mm) 96 +2.0 b >
Thickness (mm) 10 +0.3 c
Inner diameter (void) 76 +0.3 d a
Paper core weight (kg) 1 +0.2
Strength (kgF/100mm) N/A N/A
S

Packaging Specification b
Carton Size (mm) Carton Barcode

523 (L) x 233 (W) x 236 (H) 19325191035845
Others
Accessories 1x End Caps
Shelf-life 48 weeks

Storage condition
Country of Origin

Store in cool dry place under 40 degree and avoid direct sunlight exposure.

Malaysia

Suitable for machine models (general guide but not limited to)
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